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Peripheral Device

A life diagnosis device for valve regulated lead-acid batteries, “JUST FEEL " .

The battery monitor, JUST FEEL, diagnoses life of valve regulated lead-acid batteries.
Battery life can be diagnosed without disconnecting a power supply as a result of
measuring battery internal impedance during floating charge.

e Diagnoses battery life during floating charge.

o A compact, portable device.

e Can be used for a large variety of valve regulated lead-acid batteries.

© Mounted with comparator function.

® May be used for UPS batteries.(Some models may prohibit the use of this device.
If you intend to use the device for UPS, please contact us for consultation.)

@ Specifications subject to change without prior notice
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8 ] m Nominal Capacity{Ah) Dimensions(mm) Approx ‘
UXL33-12 12 30 19.5 217 190 128 235 14.5 C
. . . . UXL44-12 12 40 26 217 190 128 299 18 C
Since 1984, the UXL Series battery has established reputation as a very - = = e - o o = = :
rellable power source. UXL66-6 6 60 39 217 190 128 217 14 C
Yuasa is satisfied with this fact but, now, Yuasa has developed the New UXL88-6 6 80 52 217 190 128 281 17.5 <
. . . . . N ' UXL110-6 6 100 65 217 190 128 345 225 B
and Refined UXL Series which is the culmination of the Yuasa's 80 years UK1652 | UXLIG52R 2 150 975 354 330 170 108 125 c
ceaseless innovaﬁon. UXL220-2 UXL220-2FR 2 200 130 354 330 170 106 15 D
. ° ° UXL330-2 UXL330-2FR 2 300 195 354 330 170 150 21.5 D
The New and Refined UXL Series Batteries are made to meet the UX5502 UXL550.27R > =0 5 5 0 o o4 55 :
growing request for longer life and higher reliability with minimized UAI1002 | UXUTT002R | 2 1000 650 362 330 171 471 70 F
. " UXL1550-2 UXL1550-2FR 2 1500 975 372 340 337 476 108 G
mainrenance. UXL2200-2 UXL2200-2FR 2 2000 1300 372 340 337 476 140 G
UXL3300-2 UXL3300-2FR 2 3000 1950 372 340 340 696 212 H
%1 FR:UL 94VO, flame retardant case and cover.
%2 Final voltage:1.80V/cell, Temperature:25°C(77°F)
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Constant Current Discharge Performance(Amps.)

Temperature : 25°C (77°F)
Amperes to F.V.1.80 Volts Per Cell

Time 5 10 15 20 25 30 35 40 45 ] 2 3 5 8 10 12 24
Battery min min min min min min min min min min h h h h h h h h
Model

1.4
1.8
2.3
2.8
3.7
86 46
126 6.9
16.8 9.2
252 138
420 229
840 458
126 68.8
168 N7

252 138

*Battery shall supply over 95% of this figure within 5 cycles of charge/discharge, or in one year of float operation. More detailed data shall be
available upon your request.



